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Effect of hydraulic condition on floceulation
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Abstract：The theoretical analysis and the test results show that the factor of Gt(velocity

gradient and time)duesn't reflect comprehensivly the influence of hydraulic condition ou

flocculation effect in the definite condition of the waste water nature，the sort of coagulant

and its amount．The main characteristic physical variables of flocculation process are ana—

lyzed theoretically in this paper．The interrelationship between the variables is illustrated by

a function of dimensionless groupings as below；≈一f心n，Re，以『P*，Co，Gt)．
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陶瓷网纹辊

广卅『粤鑫激光科技有限公司(广卅I有色金属研究院下属公司)，专业生产激光雕刻陶瓷网

纹辊．公司采用德国GTV公司生产的高能等离子喷涂设备生产陶瓷网纹辊涂层，涂层的孔隙

率低、硬度高．涂层后的加工采用美国3M公司精密抛光系统进行抛光，及当今世界最先进的

Meridian2000系统进行激光雕刻．该雕刻系统配备C02及YAG激光器，采用“QED”、“多次

打击”和“晶体调制”等最新的技术进行激光雕刻．

本产品的主要特点：优异的重复制作精度；网穴满足定量传墨要求，确保网孔容积精确性、

一致性，确保印刷质量标准化；耐高温、耐磨损、耐腐蚀、使用寿命长．

规格参数：网线数范围50～Z000线／英寸；最大幅宽4000 mill直径范围25～500 illm；网

孔形状30。～60。(任何角度)，六角形、正方形、三角形，可按照用户要求设计网孔形状．

服务对象：柔版印刷机(机组式、卫星式、层叠式)；瓦楞纸水性油墨印刷开槽机；上光机、涂

布机．
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